
S P EC I F I C AT I O N S

R EC O M M E N D E D  U S E

P R E S S U R E  R AT I N G

T E M P E R AT U R E  R AT I N G
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S U I TA B L E  H OT  WAT E R  U N I T S

STA N DA R D S

A S / N ZS  3 7 1 8 : 2 0 0 5
W M - 0 2 2 8 5 2

N o t e :  D i m e n s i o n s  a r e  n o m i n a l  m e a s u r e m e n t s  o n l y

N o t e :  D i m e n s i o n s  a r e  n o m i n a l  m e a s u r e m e n t s  o n l y

C R O S S  A S S E M B LY  TA P S

W E L S  S t a r  R a t i n g ( 5  S t a r )  –  N o m i n a l  F l o w  R a t e ( 5 . 5  L / M ) 
R e g i s t r a t i o n  N o . ( T 3 2 3 5 7,  T 3 2 3 5 7  ( V ) )

D o m e s t i c

R e c o m m e n d e d  m i n i m u m  w o r k i n g  p r e s s u r e  1 5 0 k Pa
R e c o m m e n d e d  m a x i m u m  w o r k i n g  p r e s s u r e  5 0 0 k Pa
H o t  a n d  c o l d  w a t e r  i n l e t  p r e s s u r e  s h o u l d  b e  e q u a l

S t o r a g e  t a n k :  Ye s
C o n t i n u o u s  F l o w :  Ye s
G r a v i t y  Fe e d :  N o t  s u i t a b l e

M a x i m u m  c o n t i n u o u s  w o r k i n g  t e m p e r a t u r e  7 5 ° C
I f  t h e  w a t e r  t e m p e r a t u r e  e xc e e d s  7 5 ° C ,  a n  a p p r o v e d  t e m p e r i n g 
v a l v e  m u s t  b e  f i t t e d



I N STA L L AT I O N  G U I D E 
N o t e :  T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.
T h i s  i s  a  g e n e r a l  i n s t a l l a t i o n  g u i d e  -  t h e r e  a r e  m a ny  f a c t o r s  t h a t 
a r e  i nv o l v e d  t h a t  c a n  a l t e r  t h e  i n s t a l l a t i o n  m e t h o d . 

This product must be instal led by a qual ified plumber.

I N STA L L AT I O N  M A N UA L

After breach is installed in desired position, 
screw spindle into breach and hand tighten. Be 
sure to not over tighten (Note: locking nut must 
be removed prior to installing this part of the 
spindle)

Fit the fibre washer over the spindle.
Screw on the locking nut and tighten  

T E ST  A N D  C H EC K  F O R  L E A K S

h o t

I
u

S l i d e  t h e  d r e s s  p l a t e  o v e r  t h e  s l e e v e  a n d  p r e s s  
a g a i n s t  w a l l .

c o l d F i b r e  
W a s h e r

I n s t a l l  h a n d l e  b y  u s i n g  t h e  a l l a n  k e y  
p r o v i d e d  a n d  t i g h t e n  g r u b  s c r e w .

F i b r e  
W a s h e r

T
his product must be instal led by a qual ified plumb

er.

I
N STA L L AT I O N  M A N UA L

New Build 
Install breach in desired position.

Retrofitting Existing 
Remove existing tapware & reseat existing body seats 
until shiny & smooth.

 

   

Fit the fibre washer over the spindle.
Screw on the locking nut and tighten with 
spanner.
T E ST  A N D  C H EC K  F O R  L E A K S

h o t

I n s t a l
u n t i l  

S l i d e  t h e  d r e s s  p l a t e  o v e r  t h e  s l e e v e  a n d  p r e s s  
a g a i n s t  w a l l .

c o l d F i b r e  
W a s h e r

I n s t a l l  h a n d l e  b y  u s i n g  t h e  a l l a n  k e y  
p r o v i d e d  a n d  t i g h t e n  g r u b  s c r e w .

I n s t a l l  t h e  s l e e v e  o n t o  t h e  l o c k i n g  n u t ,  t w i s t i n g  
u n t i l  t i g h t en e d .

S P I N D L E

L O C K I N G  N U T

This product must be instal led by a qual ified plumber.

I N STA L L AT I O N  M A N UA L

After breach is installed in desired position, 
screw spindle into breach and hand tighten. Be 
sure to not over tighten (Note: locking nut must 
be removed prior to installing this part of the 
spindle)

Fit the fi
Screw o
spanne
T E ST  A

h o t

S

2x Dress Plates

2x Sleeves

2x Handles

l i d e  t h e  d r e s s  p l a t e  o v e r  t h e  s l e e v e  a n d  p r e s s  
a g a i n s t  w a l l .

c o l d F i b r e  
W a s h e r

I n s t a l
p r o v i

F i b r e  
W a s h e r

This product must be instal led by a qual ified plumber.

I N STA L L AT I O N  M A N UA L

IN THE BOX

After breach is installed in desired position, 
twist on the spindle and hand tighten. 
(locking nut must be removed prior to 
installing this part of the spindle)

h o t

S c r e w  t h e  b a c k  p l a t e  o n t o  t h e  s p i n d

l e  a n d  t i g h t e n

c o l d

S P I N D L E

L O C K I N G  N U T

Fit the fibre washer over the spindle.
Screw on the locking nut and tighten with 
spanner.
T E ST  A N D  C H EC K  F O R  L E A K S

I n s t a l l  t h e  s l e e v e  o n t o  t h e  l o c k i n g  n u t ,  t w i s t i n g  
u n t i l  t i g h t e n e d .

F i b r e  
W a s h e r

I n s t a l l  h a n d l e  b y  u s i n g  t h e  a l l a n  k e y  p r o v i d e d  a nd
t i g h t e n  g r u b  s c r e w .

Screw spindle into breach and hand tighten until rear of 
spindle meets the body seat, be sure not to overtighten.
If necessary apply more pressure lightly with spanner. 
(Note: Locking nut must be removed prior to installing 
this part of the spindle)

with spanner.

Aligned with finished wall

D i s c l a i m e r :  D o  n o t  w a t e r p r o o f  p a s t  t h i s  p o i n t



T Y P I C A L  A S S E M B LY  TA P  E X A M P L E S 
N o t e :  T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.
T h i s  i s  a  g e n e r a l  i n s t a l l a t i o n  g u i d e  -  t h e r e  a r e  m a ny  f a c t o r s  t h a t 
a r e  i nv o l v e d  t h a t  c a n  a l t e r  t h e  i n s t a l l a t i o n  m e t h o d . 

Elysian Spout

Milani 
assembly 
tap

Generally 
150-250mm

Generally 250-300mm

Generally 200-300mm

Generally 
150-250mm

Please note that all instructions must be done by a licensed 
plumber, these examples are recommendations only

Example One:
Offset basin mixer/bath spout setup

Milani Assembly Tap Set
Typical Examples

Example Two:
Centred basin mixer/bath spout setup

Example Three:
Shower Setup

In-line plumbing 
breach supplied by 
plumber

Recommended
110mm

Feed out to spout Feed in from breach
Shower plumbing 
breach supplied by 
plumber

Milani 
assembly 
tap

Milani 
assembly 
tap

Elysian Spout

Feed out to 
shower

Shower plumbing 
breach supplied 
by plumber


